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   Dalībvalstu iesniegumu apkopojums muitas tarifu atbrīvojumiem vai kvotu piemērošanai
(no 2022.gada 1. janvāra)
	KN kods
	Preces apraksts
	Pieprasītais daudzums
	TAXUD Nr.

	08039010
	Banāni, ieskaitot miltu banānus, svaigi vai žāvēti, citādi, svaigi
Bananas, non-compliant with marketing
standards as described in Annex I of
Implementing Regulation (EU) No.1333/2011, inspected in ports within the European Union, intended for industrial processing into banana puree - EN
	-
	2019726

	28500020
	Hidrīdi; nitrīdi
Tetrabutylammonium tetrahydroborate (CAS RN 33725-74-5) having a purity by weight equal to or greater than 97,0% - EN
	-
	1634278

	29032200
	Trihloretilēns
1,1,2-trichloroethene (CAS RN 79-01-6) having a purity by weight equal to or greater than 99 % - EN
	-
	1712303

	29033919
	Fluorizēti, brominizēti vai jodizēti acikliskā ogļūdeņraža atvasinājumi, citādi
1-bromo-2-methylpropane (CAS 78-77-3) with a purity by weight of 99,0% or more - EN
	-
	1510605

	29039980
	Aromātisko ogļūdeņražu halogēnatvasinājumi, citādi, citādi
2,6-Difluorobenzyl bromide (CAS 85118-00-9) with a purity by weight of 99 % or more - EN
	-
	1716244

	29039980
	Aromātisko ogļūdeņražu halogēnatvasinājumi, citādi, citādi
1-[chloro(phenyl)methyl]-2-methylbenzene (CAS RN 41870-52-4) with purity by weight of 99% or more - EN
	-
	1765025

	29049900
	Perfluoroktāna sulfonātskābe, tās sāļi un perfluoroktānsulfonilfluorīds, citādi
m4-nitrotoluene-2-sulphonic acid (CAS RN 121-03-9) with a purity by weight of 80% or more - EN
	-
	1634347

	29061900
	Ciklānspirti, ciklēnspirti un cikloterpēnspirti, citādi
5-Methyl-2-(1-methylvinyl)cyclohexane-1-ol
(isopulegol), mixture of isomers (CAS 7786-67-
6) with a purity by weight of 90% or more - EN
	-
	1764221

	29081900
	Fenolu vai fenolu spirtu halogenētie, sulfurētie, nitrētie vai nitrozētie atvasinājumi, atvasinājumi, kas satur tikai halogēnu aizvietotājus, un to sāļi, citādi
2,3,6-trifluorophenol (CAS RN 113798-74-6 ) with a purity by weight of 98 % or more - EN
	-
	1837869

	29093090
	Aromātiskie ēteri un to halogenētie, sulfurētie, nitrētie vai nitrozētie atvasinājumi, citādi 
5-Bromo-1,3-difluoro-2-(trifluoromethoxy)benzene
(CAS RN 115467-07-7) with a purity by weight of 95
% or more - EN
	-
	1764349

	29145000
	Ketofenoli un ketoni, kas satur citas skābekļa funkcionālās grupas
1-[2-(oxiran-2-ylmethoxy)phenyl]-3-phenylpropan-1-one (CAS RN 22525-95-7) with a purity by weight of 99 % or more - EN
	-
	1765175

	29145000
	Ketofenoli un ketoni, kas satur citas skābekļa funkcionālās grupas
4'-hydroxyacetophenone (CAS RN 99-93-
4) with a purity by weight of 99 % or more - EN
	-
	1764412

	29145000
	Ketofenoli un ketoni, kas satur citas skābekļa funkcionālās grupas
1,1'-[(2-hydroxy-1,3-propanediyl)bis[oxy(6-hydroxy-2,1-phenylene)]]bisEthanone
with a purity by weight of 98% or more. (CAS RN 16150-44-0) - EN
	-
	1789539

	29159070
	Piesātinātas acikliskās monokarbonskābes un to anhidrīdi, halogenīdi, peroksīdi un peroksiskābes; šo savienojumu halogenētie, sulfurētie, nitrētie vai nitrozētie atvasinājumi, citādi, citādi
Ethyl 8-bromooctanoate (CAS 29823-21-0) with a purity by weight of 98 % or more - EN
	-
	1510827

	29161400
	Metakrilskābes esteri
Methyl Methacrylate with a purity by weight of 99% or more- EN
	40,200,000 Kg
	1974176

	29163100
	Benzoskābe, tās sāļi un esteri
Phenethyl benzoate (CAS RN 94-47-3) with a
purity weight of 95% or more - EN
	-
	1850852

	29163990
	Aromātiskās monokarbonskābes, to anhidrīdi, halogenīdi, peroksīdi, peroksiskābes un šo savienojumu atvasinājumi, citādi
 2-Phenylbutyric acid (CAS 90-27-7) with a
purity by weight of 99 % or more - EN
	-
	1764487

	29212900
	Acikliskie poliamīni un to atvasinājumi; šo savienojumu sāļi, citādi
1,5-Diaminopentane, Pentamethylenediamine (CAS RN 462-94-2) with a purity by weight of 95,5 % or
more, also as an aqueous solution - EN
	-
	1764576

	29221900
	Aminospirti, to ēteri un esteri, izņemot savienojumus, kas satur vairāk nekā viena veida skābekļa funkcionālās grupas; šo savienojumu sāļi, citādi
1-alpha-H,5-alpha-H-Nortropan-3-alpha-ol (CAS RN 538-09-0) with a purity by weight of 99 % or more - EN
	-
	1765066

	29224985
	Aminoskābes un to esteri, izņemot savienojumus, kas satur vairāk nekā viena veida skābekļa funkcionālās grupas; šo savienojumu sāļi, citādi
2-Ethylhexyl-4-aminobenzoate (CAS RN 26218-04-2) with a purity by weight of 99% or more - EN
	-
	1634536

	29242970
	Cikliskie amīdi (ieskaitot cikliskos karbamātus) un to atvasinājumi; šo savienojumu sāļi, citādi 
N-(1,1-dimethylethyl)-4-amino-benzamide (CAS RN 93483-71-7) with a purity by weight of 99 % or more - EN
	-
	1634445

	29242970
	Cikliskie amīdi (ieskaitot cikliskos karbamātus) un to atvasinājumi; šo savienojumu sāļi, citādi, citādi
2-[2-(Methoxycarbonyl-phenyl-amino)-phenyl]-acetic acid (CAS 353497-35-5) with a purity by weight of 98 % or more - EN
	-
	1510779

	29242970
	Cikliskie amīdi (ieskaitot cikliskos karbamātus) un to atvasinājumi; šo savienojumu sāļi, citādi, citādi
S-metolachlor (CAS RN 87392-12-9) with a purity by weight of 98% or more - EN
	-
	1772495

	29269070
	Savienojumi, kas satur nitrila funkcionālo grupu, citādi, citādi
Methyl 2-cyano-2-propylpentanoate (CAS RN
66546-92-7) with a purity by weight of 97 %
or more - EN
	-
	1852791

	29280090
	Hidrazīna vai hidroksilamīna organiskie atvasinājumi, citādi 
1-{[(1H-fluoren-9-ylmetoxi)carbonil]oxi}pyrrolidine-2,5-dione (CAS RN:82911-69-1) with purity by weight of 98,5% or more- EN
	-
	1632806

	29299000
	Savienojumi, kas satur citas slāpekļa funkcionālās grupas, citādi
N-(n-Butyl) thiophosphoric triamide (CAS RN 94317-64-3) with a purity by weight of 97 % or more - EN
	-
	1764624

	29299000
	Savienojumi, kas satur citas slāpekļa funkcionālās grupas, citādi
N-propylphosphorothioic triamide (CAS RN 916809-14-8) with a purity by weight of 97 % or more - EN
	-
	1764668

	29309098
	Sēra organiskie savienojumi, citādi, citādi
2-methoxy-N-[2-nitro-5-(phenylsulfanyl)phenyl]acetamide (CAS 63470-85-9) with a purity by weight of 96 % or more - EN
	-
	1510660

	29309098
	Sēra organiskie savienojumi, citādi, citādi
Mesotrione (CAS RN 104206-82-8) with a purity by weight of 98.5% or more - EN
	-
	1772428

	29332990
	Heterocikliskie savienojumi, kas satur tikai slāpekļa heteroatomu(-us), savienojumi, kas satur nekondensētu imidazola gredzenu (hidrogenētu vai nehidrogenētu), citādi, citādi
tert-butyl (2S)-2-(5-bromo-1H-imidazol-2-yl)pyrrolidine-1-carboxylate (CAS 1007882-59-8) with a purity by weight of 98,0% or more - EN
	-
	1510516

	29333999
	Heterocikliskie savienojumi, kas satur tikai slāpekļa heteroatomu(-us), savienojumi, kas satur nekondensētu piridīna gredzenu (hidrogenētu vai nehidrogenētu), citādi, citādi
Active Pharmaceutical Ingredient: Regorafenib (INN) (CAS 755037-03-7) (Purity: 99,99%) - EN
	-
	1901686

	29335995
	Savienojumi, kas satur pirimidīna gredzenu (hidrogenētu vai nehidrogenētu) vai piperazīna gredzenu, citādi
2-amino-4-(4-methylpiperazin-1-yl) benzoic acid tertbutyl ester (CAS RN 1034975-35-3) having a purity by weight equal to or greater than 95,0% - EN
	-
	1632675

	29337900
	Citādi laktāmi
N-Dodecyl-2-pyrrolidone (CAS No. 2687-96-
9) with a purity by weight of 98% or more - EN
	-
	1849296

	29337900
	Citādi laktāmi
4-(2-oxo-2,3-dihydro-1H-benzimidazol-1-yl)butanoic acid (CAS 3273-68-5) with a purity by weight
of 98 % or more - EN
	-
	1511134

	29337900
	Citādi laktāmi	
(3S,4R)-3-amino-4-hydroxypyrrolidin-2-one hydrochloride (CAS: 2446872-13-3) with a
purity by weight of 98 % or more - EN
	-
	1837779

	29339980
	Savienojumi, kas satur nekondensētu triazīna gredzenu (hidrogenētu vai nehidrogenētu), citādi, citādi
5,7-difluoro-2-(4-fluorophenyl)-1H-indole (CAS: 901188-04-3) with a purity by weight of
98 % or more - EN
	-
	1837722

	29339980
	Heterocikliskie savienojumi, kas satur tikai slāpekļa heteroatomu(-us), citādi, citādi
Metconazole (CAS RN 125116-23-6) with a purity by weight of 98% or more- EN
	-
	1772368

	29339980
	Heterocikliskie savienojumi, kas satur tikai slāpekļa heteroatomu(-us), citādi, citādi
Prothioconazole (CAS RN 178928-70-6) with a purity by weight of 98 % or more  - EN
	-
	1772326

	29349990
	Nukleīnskābes un to sāļi, arī ar nenoteiktu ķīmisko sastāvu; citādi heterocikliskie savienojumi, citādi
Active Pharmaceutical Ingredient: Tazemetostat (INN) (CAS 1403254-99-8) (Purity: 99,55%) - EN
	-
	1898268

	29349990
	Nukleīnskābes un to sāļi, arī ar nenoteiktu ķīmisko sastāvu; citādi heterocikliskie savienojumi, citādi
Active Pharmaceutical Ingredient: Gilteritinib (INN) (CAS 1254053-43-4) (Purity: 99,7%) - EN
	-
	1901027

	29359090
	Sulfonamīdi, citādi, citādi
4-Amino-2,5-dimethoxy-Nmethylbenzenesulfonamide (CAS RN 49701-24-8) with a purity by weight of 98 % or more- EN
	-
	1764722

	29359090
	Sulfonamīdi, citādi, citādi
4-Amino-2,5-dimethoxy-phenylbenzenesulphonamide (CAS RN 52298-44-9) with a purity by weight of 98 % or more - EN
	-
	1764770

	29359090
	Sulfonamīdi, citādi, citādi
Active Pharmaceutical Ingredient: Encorafenib (INN) (CAS 1269440-17-6) (Purity: 99,8%) - EN
	-
	1901881

	29420000
	Citādi organiskie savienojumi
raloxifene mesylate with a purity by weight of 98% or more (CAS RN 84449-85-4) - EN
	-
	1511053

	32064970
	Pigmenti un preparāti, kas izgatavoti uz titāna dioksīda bāzes, citādi
Concentrated mixture of pigments (masterbatch) in the form of plastic pellets containing by weight:
- 5% or more but not more than 15% of barium sulphate (CAS RN 7727-43-7),
- 5% or more but not more than 10% of blue pigment, consisting of a mixture of:
o Titanium dioxide (CAS RN 13463-67-7),
o Copper(II) phtalocyanine(CAS RN 147-14-8),
- 15% or more but not more than 20% of metal powder (CAS RN 7439-89-6) and
- 50% or more but not more than 70% of polyamide-6.6 (CAS RN 32131-17-2) - EN
	-
	1849212

	38112100
	Piedevas ziežeļļām, kas satur naftas eļļas vai eļļas, kuras iegūtas no bitumenmateriāliem
Additive containing:
Zinc O,O,O',O'-Tetrakis(1,3-Dimethylbutyl)
Bis(Phosphorodithioate) (CAS RN 2215-35-2)
- More than 4% by weight and no more than 12% by
weight of mineral oil.
used in the manufacture of blends of additives for
lubricating oils - EN
	-
	1799091

	38112100
	Piedevas ziežeļļām, kas satur naftas eļļas vai eļļas, kuras iegūtas no bitumenmateriāliem
Additive containing:
Poly(isobutenyl)succinic anhydride product (CAS RN
192662-34-3) with N,N-diethylaminoethanol (CAS RN 100-37-8)
- More than 25% by weight and no more than 40% by weight of mineral oil used in the manufacture of blends of additives for lubricating oils - EN
	-
	1798855

	39023000
	Propilēna kopolimēri
Hydrogenated copolymer of styrene, isoprene
and butadiene, containing by weight 28% or
more, but not more than 55% of propylene - EN
	-

	1856839

	39069090
	Akrilpolimēri pirmformās, citādi, citādi
Super absorbent polymer (Hydrophilic cross-linked sodium polyacrylate with a particle size of 99% less than 850 µm (acrylic acid polymerized using sodium salt))  - EN
	-
	1838037

	39072020
	Citādi poliēteri, citādi
Polyether polyol (NJ 4110);
- with 50% or more but not more than 70% by weight of Sucrose – Glycerine – Epoxide Soybean Oil (Alcoholate),
- with 30% or more but not more than 50% by weight of propylene oxide synthesized by Co-polymer method,
- with less than 0.5% by weight of water,
- having a viscosity value of 3200Cp or more but not more than 8000Cp at 25°C temperature,
- having an OH value of 440 mg.KOH/g or more but not more than 490 mg.KOH/g
for use in the manufacture of polyurethane products - EN
	-
	1972073

	39119019
	Naftas sveķi, kumarona–indēna sveķi, politerpēni, polisulfīdi, polisulfoni un citādi produkti pirmformās, kas minēti šīs nodaļas 3. piezīmē un citur nav minēti un iekļauti, citādi, citādi
Polyetherimide of 4,4'-[(isopropylidene)bis(pphenylenoxy)]diphthalic dianhydride and 1,3- benzenediamine or 1,4-benzenediamine (CAS RN 61128-46-9 of 61128-47-0) - EN
	-
	1889490

	39119099
	Naftas sveķi, kumarona–indēna sveķi, politerpēni, polisulfīdi, polisulfoni un citādi produkti pirmformās, kas minēti šīs nodaļas 3. piezīmē un citur nav minēti un iekļauti, citādi, citādi
Aqueous solution consisting of by weight 25%
or more, but not more than 40% of a
poly(isobutylene-maleic anhydride) modified
with - N,N-dimethylpropane-1,3-diamine,
- a copolymer of ethylene oxide and
propylene oxide, having aminopropyl and
methoxy end-groups
- ethanol (CAS RN 497926-97-3) - EN
	-
	1853947

	39202021
	Citādas plastmasas plātnes, loksnes, plēves, folijas un lentes, bez porām, un kas nav stiegrotas, kārtainas, uz pamatnes vai tamlīdzīgi savienotas ar citiem materiāliem, no propilēna polimēriem, biaksiāli orientētas
Biaxially oriented 14 micron film layers with a thickness not more than 0.1 mm, both sides
of which are printed with special coatings that allow security printing on the banknote - EN
	-
	1837943

	52052600
	Kokvilnas dzija (izņemot šujamos diegus), ar kokvilnas saturu 85 % no masas vai vairāk, nesagatavota mazumtirdzniecībai, vienkārtas dzija no ķemmētām šķiedrām, ar lineāro blīvumu mazāku par 125 deciteksiem, bet ne mazāku par 106,38 deciteksiem (metriskais numurs lielāks par 80, bet nav lielāks par 94)
Single Cotton yarn
- of combed fibres,
- containing 100 % by weight of cotton with an average fibre length of at least than 36,5 mm (1 7/16“),
- produced in the compact ring spinning
process with pneumatic compression,
- Measuring less than 125 decitex but not less than 106,38 decitex (exceeding 80 metric number but not exceeding 94 metric number) and
- with a minimum tear strength of 26.5 cN/tex (tensile test according to ISO 2062/DIN 53834, at a speed of 5,000 mm/min) - EN
	-
	1856239

	52052700
	Kokvilnas dzija (izņemot šujamos diegus), ar kokvilnas saturu 85 % no masas vai vairāk, nesagatavota mazumtirdzniecībai, vienkārtas dzija no ķemmētām šķiedrām, ar lineāro blīvumu mazāku par 106,38 deciteksiem, bet ne mazāku par 83,33 deciteksiem (metriskais numurs lielāks par 94, bet nav lielāks par 120)
Single Cotton yarn
- of combed fibres,
- containing 100 % by weight of cotton with an average fibre length of at least than 36,5 mm (1 7/16“),
- produced in the compact ring spinning process with pneumatic compression,
- Measuring less than 106,38 decitex but not less than 83,33 decitex (exceeding 94 metric number but not exceeding 120 metric number) and
- with a minimum tear strength of 26.5 cN/tex (tensile test according to ISO 2062/DIN 53834, at a speed of 5,000 mm/min)  - EN
	-
	1889417

	54041900
	Sintētiskie monopavedieni ar lineāro blīvumu 67 deciteksi vai lielāku un šķērsgriezumu jebkurā vietā ne lielāku kā 1 mm; lentes un tamlīdzīgas formas (piemēram, mākslīgie salmiņi) no sintētiskiem tekstilmateriāliem, ar platumu ne vairāk par 5 mm, monopavedieni, citādi
Chemically Tapered synthetic filaments of polyester with;
-a diameter between 0,1-0,6 mm
-different colours,
-lengths between 30-120 mm.
for the production of paintbrushes - EN
	-
	1957359

	59069990
	Gumijoti tekstilmateriāli, izņemot pozīcijā 5902 iekļautās, citādas, citādas
Woven and coated rubberised textile fabric
used for the manufacture of life rafts, with
the following characteristics:
- with three layers coated
- the outer layers consist of a natural
rubber, EPDM and chloropen rubber compound
- the middle layer consists of polyester fabric- EN
	-
	1850619

	76061299
	Alumīnija plātnes, loksnes un sloksnes, kas ir biezākas par 0,2 mm, no alumīnija sakausējumiem, nav mazāks par 6 mm
AMS (Aerospace Materials Specification) and/or BAMS(Bombardier Aerospace Materials
Specification) spesified 7040 or 7050 series, NADCAP(National Aerospace and Defense Contractors Accreditation Program) and AS9100(Aerospace Basic Quality System Standard) certified, aluminum alloy plates
-with a width of 1000mm or more but not more than 2000mm,
-with a thickness of 1000mm or more but not more than 2000mm
used in the manufacture of products of aerospace industry - EN
	-
	1957455

	84099100
	Daļas, kas paredzētas vienīgi vai galvenokārt dzinējiem, kas iekļauti pozīcijās 8407 un 8408, izmantošanai vienīgi vai galvenokārt dzirksteļaizdedzes iekšdedzes virzuļmotoros
Camshaft actuator for controlling the timing of valve opening in a continuous variable valve
timing system of a passenger car’s internal combustion piston engine of:
- a length of 110 mm or more but not more than 140mm,
- a width of 90 mm or more but not more than 130mm
- a height of 80 mm or more but not more than 110mm
for use in the manufacture of engines of motor vehicles - EN
	-
	1838466

	84099100
	Daļas, kas paredzētas vienīgi vai galvenokārt dzinējiem, kas iekļauti pozīcijās 8407 un 8408, izmantošanai vienīgi vai galvenokārt dzirksteļaizdedzes iekšdedzes virzuļmotoros
Fuel distribution pipe complete consists of rail pipe, high pressure sensor and injectors for direct gasoline fuel injection:
-with an operating pressure of not more than 22,5 MPa,
-solenoid direct injector
-analog pressure sensor for 0 – 22,5 MPa - EN
	-
	1852058

	84133020
	Šķidruma sūkņi ar caurplūduma mērītāju vai bez tā; šķidrumu cēlāji, iekšdedzes dzinēju degvielas, eļļas un dzesētājvielas sūkņi, inžektori (strūklas sūkņi)
High-pressure plunger pump for direct petrol injection:
-with an operating pressure of not more than 90 MPa,
-designed to contact the crankshaft,
-with an electromagnetic valve - EN
	-
	1851555

	84137051
	Šķidruma sūkņi ar caurplūduma mērītāju vai bez tā; šķidrumu cēlāji,  citādi centrbēdzes sūkņi, monoblokā
Electric brushless direct current motor with pump centrifugal impeller mounted on motor's
shaft and volute with integrated heater of nominal power of 1800W and soldered safety devices, with:
- 9 slots stator
- 6 pole rotor
- rated power 95W
- volute with straight outlet
- rotor chamber without sand filter - EN
	-
	1788761

	84137051
	Šķidruma sūkņi ar caurplūduma mērītāju vai bez tā; šķidrumu cēlāji,  citādi centrbēdzes sūkņi, monoblokā
Electric brushless direct current motor with pump centrifugal impeller mounted on motor's
shaft and volute with integrated heater of nominal power of 1800W and soldered safety devices, with:
- 9 slots stator
- 6 pole rotor
- rated power 95W
- volute with clamped rubber hose outlet
- rotor chamber without sand filter - EN
	-
	1788882

	84137051
	Šķidruma sūkņi ar caurplūduma mērītāju vai bez tā; šķidrumu cēlāji,  citādi centrbēdzes sūkņi, monoblokā
Electric brushless direct current motor with pump centrifugal impeller mounted on motor's
shaft, volute with integrated heater, with:
- 9 slots square or chain pole stator
- 6 pole rotor
- ferritic or rare earth magnets
- rated power of 95W or 80W
- heater of nominal power of 1800W and soldered or laser welded safety devices
- volute with or without clamped rubber outlet
- rotor chamber with ultrasonic welded sand filte - EN
	-
	1788929

	84145935
	Gaisa vai vakuumsūkņi, gaisa vai citas gāzes kompresori un ventilatori; ventilācijas vai velkmes skapji ar ventilatoru, aprīkoti ar filtru vai bez tā, citādi, centrbēdzes ventilatori
Electric blower for cooling the high-voltage battery of a hybrid passenger car with,
- a control unit
- MOSFET inverter
- a voltage of 9 V or more but not more than 16 V
- ambient temperature of – 40 °C or more, but not more than 80 °C
for use in the manufacture of hybrid passenger cars - EN
	-
	1838515

	84159000
	Gaisa kondicionēšanas iekārtas, kam ir ventilators ar motoru un ierīces gaisa mitruma un temperatūras mainīšanai; ieskaitot aparātus, kuros mitrumu atsevišķi neregulē, daļas
Aluminum connecting block for automotive air conditioning systems:
 - with a T6 hardening,
 - equipped with round stubs with a circumferential outer groove,
 - with through or non-through holes, made of profiles with an upper radius from 8 to 11 mm and a lower radius of 12 mm to 17 mm
 - with a distance between holes from 15 to 22 mm,
 - with sockets designed for brazing or clamping,
 - with mounting holes for M6 or M8 mounting screw, with or without threaded or threaded versions,
 - with a width greater than 5 mm but less than 16 mm - EN
	-
	1789296

	85014020
	Elektromotori un elektroģeneratori (izņemot ģeneratoriekārtas), citādi maiņstrāvas vienfāzes motori, kuru jauda nepārsniedz 750 W
Electric AC motor, single-phase, with:
- an output of 80 W or more but not more than 190W,
- an input power of 280 W or more but not more than 350 W,
- an external diameter of 145 mm (± 0,3 mm) or more but not more than 160 mm (±0,3 mm),
- a rated speed of 2680 rpm or more but not more than 3000 rpm
- a weight of 4,2 kg or more but not more than 4,6 kg
for manufacture of home appliance products - EN
	-
	1788975

	85014020
	Elektromotori un elektroģeneratori (izņemot ģeneratoriekārtas), citādi maiņstrāvas vienfāzes motori, kuru jauda nepārsniedz 750 W
Electric AC motor, single- or three-phase, with:
- an output of 300 W or more but not more than 350W,
- an input power of 600 W or more but not more than 700 W,
- an external diameter of 150 mm (± 0,3 mm) or more but not more than 170 mm (±0,3 mm),
- a rated speed of 15 000 rpm or more but not more than 20 000 rpm,
- a weight of 4,2 kg or more
 for manufacture of home appliance products  - EN
	-
	1789049

	85014020
	Elektromotori un elektroģeneratori (izņemot ģeneratoriekārtas), citādi maiņstrāvas vienfāzes motori, kuru jauda nepārsniedz 750 W
Electric AC motor, three-phase, with:
- an output of 480 W or more but not more than 540W,
- an input power of 800 W or more but not more than 900 W,
- an external diameter of 150 mm (± 0,3 mm) or more but not more than 170 mm (±0,3 mm),
- a rated speed of 15 000 rpm or more but not more than 20 000 rpm,
- a weight of 6 kg or more but not more than 6,4 kg
for manufacture of home appliance products - EN
	-
	1789112

	85014020
	Elektromotori un elektroģeneratori (izņemot ģeneratoriekārtas), citādi maiņstrāvas vienfāzes motori, kuru jauda nepārsniedz 750 W
Electric AC motor, single-phase, with:
- an output of 300 W or more but not more than 370W,
- an input power of 600 W or more but not more than 700 W,
- an external diameter of 150 mm (± 0,3 mm) or more but not more than 170 mm (±0,3 mm),
- a rated speed of 15 000 rpm or more but not more than 19 000 rpm,
- a weight of 5 kg or more
for manufacture of home appliance product - EN
	-
	1789160

	85014020
	Elektromotori un elektroģeneratori (izņemot ģeneratoriekārtas), citādi maiņstrāvas vienfāzes motori, kuru jauda nepārsniedz 750 W
Electric AC motor, single-phase, with:
- an output of 300 W or more but not more than 370 W,
- an input power of 600 W or more but not more than 700 W,
- an external diameter of 160 mm (± 0,3 mm) or more but not more than 180 mm (± 0,3 mm),
- a rated speed of 15 000 rpm or more but not more than 19 000 rpm,
- a weight of not more than 4,4 kg
for manufacture of home appliance products - EN
	-
	1789207

	85014020
	Elektromotori un elektroģeneratori (izņemot ģeneratoriekārtas), citādi maiņstrāvas vienfāzes motori, kuru jauda nepārsniedz 750 W
Electric AC motor, single-phase, with:
- an output of 550 W or more but not more than 600 W,
- an input power of 800 W or more but not more than 1000 W,
- an external diameter of more than 150 mm (± 0,3 mm) but not more than 170 mm (±0,3 mm),
- a rated speed of more than 16 000 rpm but not more than 18 000 rpm,
- a weight of 3,4 kg or more but not more than 3,7 kg
for manufacture of home appliance product - EN
	-
	1789250

	87089420
	Daļas un piederumi mehāniskajiem transportlīdzekļiem, kas minēti pozīcijās 8701–8705, stūres rati, stūres statņi un stūres mehānismu karteri; to daļas, šādu transportlīdzekļu rūpnieciskai montāžai:pozīcijas 8703 transportlīdzekļi;pozīcijas 8704 transportlīdzekļi ar kompresijas aizdedzes iekšdedzes virzuļmotoru (dīzeli vai pusdīzeli), kura darba tilpums nepārsniedz 2500 cm³, vai ar dzirksteļaizdedzes iekšdedzes virzuļmotoru, kura darba tilpums nepārsniedz 2800 cm³;pozīcijas 8705 transportlīdzekļi
Steel telescopic shaft for connecting a steering column with steering of a motor vehicle:
- with a cardan joint on both ends,
- with a coupling on both ends having internal serration,
- with a telescopic scope of the shaft of 20 mm or more, but not more than 100 mm,
for use in the manufacture of goods of Chapter 87- EN
	-
	1849175

	87149690
	Daļas un piederumi pozīciju 8711–8713 transportlīdzekļiem, pedāļi, kloķa un zobratu mehānismi, to daļas, daļas
Crank arms, for bicycles with electric assist motor with bottom bracket drive (mid-motor), made of forged aluminium alloy, heat treated (solution annealed and artificially aged), with a crank mount for a 10-fold spline system - EN
	-
	1764840






